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General Applicability 

Fits Models: 

Note: Models with Smart-key 

Recommended Tools 

Safety Tools 
Safety Glasses 

Installation Tools 
Screw Gun Assembly Installation 

10 mm socket Negative Battery Terminal  

#2 Phillips screwdriver/ bit  Assembly installation 

Side cutter Trim excess cable 

Nylon Removal Tool Panel removal 

Pliers T-Tap installation 

Torque Wrench Battery Terminal 48 in-lbs 

Masking Tape  

Special Chemicals   

VDC Approved Cleaner  

Legends 

INSTALLATION INSTRUCTIONS  

Model PL8800 

2019 - 2022 Toyota Corolla 
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Have a technical question? 
 

Contact our Technical Support team for installation 
questions or concerns. 

 
Technical Support:  (920) 283 - 1933  

Monday – Friday   9:00am to 3:00pm CST  
 
 

Replacement or Warranty Claim? 
 

Contact Customer Service for general questions  or to start 
a warranty claim. 

 
Customer Service:  1 (844) 996 - 5625  Option 2  
Monday – Friday   8:30am to 4:30pm CST  
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Kit/Hardware Bag Contents: 

Item # Description 

1. Kick sensor bracket w/module 

2. Relay module 

3. Body harness w/speaker 

4. Customer care card 

5. 2– Blue T-Taps 

6. 3– Red T-Taps 

7. 2– Black T-Taps 

8. 1– Yellow T-Tap 

9. 2– Bracket mounting screws 

10. 2– Bracket mounting washers 

11. Aluminum tape 

12. 50– Cable ties 

13.  Alcohol wipe 

14. Purple extension wire 

15. Ground bolt 

16. Ground nut 
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Remove Negative Battery Cable: 
 

            DO NOT TOUCH THE POSITIVE TERMINAL 

 

        
Wait at least 90 seconds after disconnecting 

the cable from the negative (-) battery terminal 

to disable the SRS system. 

Remove luggage compartment trim. Start by re-

moving the spare wheel cover assembly. (Fig. 1-

1) Remove spare tire cover tray and the spare 

tire. 

 

 

 

 

Remove rear floor finish plate (Fig. 1-2). Start 

by removing the 4 plastic clips shown in (Fig. 1-

2). Using a nylon pry tool pop the finish plate 

off, start on one side and work to the other. 

 

 

 

 

Remove RH and LH luggage compartment inner 

trim covers. First remove 2 luggage compartment 

trim hooks using a nylon removal tool (Fig. 1-3). 

The hooks are   located on each side of the lug-

gage compartment.  

Fig. 1-1 

Fig. 1-3 

Fig. 1-2 
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On the right-hand side using a nylon pry tool 

remove clips a and b marked on (Fig. 1-4). 

Now disengage the 2 fasteners to remove the 

luggage compartment inner trim cover, RH 

(Fig. 1-5). 

Fig. 1-5 

Fig. 1-4 

Fig. 1-6 

Fig. 1-7 

Remove the LH luggage compartment  inner 

trim cover (Fig. 1-6). Using a nylon pry tool 

remove clips a and b shown in (Fig. 1-6). Now 

disengage the 2 fasteners to remove the luggage 

compartment inner trim cover, LH (Fig. 1-7). 



TOYOTA COROLLA KICK SENSOR 

 5 

Fig. 1-8 

Using a nylon pry tool remove the 9 fasteners 

from the bottom side of the bumper (Fig. 1-8) 

Fig. 1-9 

Using a 10mm socket loosen the 5 plastic nuts 

holding the skid pan (Fig. 1-9) 

Fig. 1-10 

Once the 5 plastic nuts have been loosened on the 

skid pan, gently pry down on the skid pan and 

remove (Fig. 1-10). 

Fig. 1-11 
Disengage the 5 claws and guide to remove the 

rear door scuff plate LH as shown in (Fig. 1-11) 
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Fig. 1-12 

Disengage the 8 claws and guide to remove the 

front door scuff plate LH as shown in (Fig.1-12) 

Fig. 1-13 
Remove the clip and disengage the claw to remove 

the LH kick panel as shown in (Fig. 1-13). 

Fig. 1-14 

Fig. 1-15 

Remove the LH side instrument panel by using 

nylon pry tool to disengage the 4 clips and 2 

claws shown in (Fig. 1-14) the 3 guides will also 

need to be disengaged to remove the LH side in-

strument panel (Fig. 1-15). 
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Fig. 1-16 

Fig. 1-17 

Fig. 1-18 

Fig. 1-19 

Fig. 1-20 

Remove the lower cover of the dash panel by removing 

2 screws (Fig. 1-16) the 3 claws will need to be disen-

gaged to release the  panel (Fig. 1-17). 

Remove the DLC3 connector by releasing the 2 

claws to remove the connector from the lower cover 

of the dash panel (Fig. 1-18) 

Remove the hood lock lever from the dash panel 

by releasing the claw and 2 guides to remove the 

lever from the dash panel (Fig. 1-19) 

Remove the dash panel by releasing the 6 clips and 

disconnect the connectors attached to release the 

dash panel ( Fig. 1-20) 
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INSTALLATION OF KICK SENSOR 

COMPONENTS 

Fig. 2-1 

Inside the trunk compartment remove and discard the 

rubber grommet (Fig. 2-1) 

Fig. 2-2 

Fig. 2-3 

Fig. 2-4 

Take the wire harness from the Kick Sensor insert the 

end of the harness which has the black connector at-

tached and insert the harness in the exposed hole from 

where the rubber grommet was removed. Insert the har-

ness until it reaches the attached grommet, once you 

reach the attached grommet push the grommet in the 

hole to seal the trunk compartment.  Using the included 

aluminum tape secure the wire harness to the bottom 

and back side of the trunk compartment. (Fig. 2-2) 

Route the green wire of the wiring harness along the back 

side of the luggage compartment. Route the wire to the LH 

luggage compartment using the factory wire harness and 

route the wire to the trunk lid using cable ties to secure (Fig 

2-3) Locate  the white O116 connector. Locate the green 

wire Pin 3 (Fig. 2-4) attach black t-tap and connect the green 

wire of the harness. 
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Fig. 2-5 

Fig. 2-6 

Route the black wire of the harness along the back side of 

the luggage compartment. Locate Ground Point OG on 

the back side of the luggage compartment (Fig. 2-5). At-

tach the  black wire of the harness. Torque the ground 

point 69 in. lbs. 

Route the speaker wire  to the LH luggage compartment. 

Using the supplied alcohol wipe, clean the surface of 

where the speaker is being placed. Remove the film from 

the back side of the speaker and place the   speaker (Fig. 

2-6) 

Route the yellow wire of the harness to the LH luggage 

compartment securing the wire with cable ties. Once in 

the LH luggage compartment, continue routing the wire 

to the front of the vehicle following the factory harness 

and securing with cable ties. When routing inside of the 

vehicle, route the wire through the LH rear scuff plate 

and continue routing through the LH front scuff plate se-

curing the wire to the factory harness with cable ties. 

Once the wire has been routed to the front of the vehicle, 

plug the yellow wire from the harness into the yellow 

wire of the supplied relay module. 
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Fig. 2-7 Fig. 2-8 

Fig. 2-9 

Fig. 2-10 

In the front drivers side kick panel locate the OL1 con-

nector (Fig. 2-7). Locate the pink wire in Pin 32 (Fig. 2-

8) and connect a black t-tap, plug in the blue wire from 

the relay module. 

In the front driver side kick panel locate the J/B Assembly 

(Fig. 2-9). Locate the J/B 4A connector this connector will 

be the top plug of the J/B Assembly. Locate the Baby blue 

wire in Pin 34 (Fig. 2-10) and connect a blue t-tap, plug in 

the green wire from the relay module. 
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Fig. 2-11 

Fig. 2-12 

Fig. 2-13 

In the front driver side kick panel locate the J/B Assembly 

(Fig. 2-11). Locate the   J/B 4A connector this connector 

will be the top plug of the J/B Assembly. Locate the Blue 

wire in Pin 3 (Fig. 2-12) and connect a yellow t-tap, plug 

in the red wire from the relay module. 

In the front driver side kick panel locate the J/B Assembly 

(Fig. 2-11). Locate the J/B 4B connector this connector 

will be the second plug from the top of the J/B Assembly. 

Locate the Blue wire in Pin 2 (Fig. 2-13) and connect a 

blue t-tap, plug in the purple wire from the relay module. 
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Fig. 2-14 

Fig. 2-15 

Using the provided ground bolt and nut locate a ground point 

(Fig. 2-14). Attach the black wire of the relay harness. 

Vehicle Re-Assembly  

Re-install luggage compartment side panels. 

Re-install luggage compartment finish plate. 

Re-install trunk trim hooks. 

Re-install spare wheel cover assembly. 

Re-install front and rear drivers side sill 

plates and dash panels. 

Place the Kick Sensor bracket and module on the rear skid pan 

(Fig. 2-15) secure the bracket to the skid pan by using the pro-

vided screws and washers tighten the bracket by inserting the 

screws into the threaded inserts of the bracket. 

Taking the rear skid pan plug the Kick Sensor bracket and mod-

ule to the plug from the wiring harness that is attached to the 

grommet from the luggage compartment. 

Reinstall the rear skid pan. 
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Vehicle Function & Quality Checks: 

  
CHECKLIST - these points MUST be checked to ensure a quality installation. 

  
Check after installation: 

  
Look for: 

  
  

Kick sensor properly installed 
  
  
  

Panels 
  
  
  

Warranty statement 
  
  
  
  
  
  
  
  
  
  

  
 
 
 

   Trunk  releasing with proper motion and distance 
 
 
 
 
  Panels properly reinstalled 
 
 
 
 
  Place SET warranty in glove box, DIO only. 


